Centronic Connector
Solder Cup With Female Type

57 Series (Receptacle)

FEATURES:

. Contact positions: 14,24,36,50

. Available in socket style with latches only

. Designed cable-to-panel application

. Terminal option with solder cup or solderless

Z

micro-pierce
. Matal shell provides grounding and shielding
capability
. Mates with industry compatible connectors
MATERIALS:
. Contacts: Phosphor Bronze
. Housing: PBT (UL 94V-0)
. Shell: Cold Roller Steel INCH
. UNIT: 83
ELECTRICAL CHARACTERISTICS: MM S
. Current rating: 5 Amperes =\ %
. Withstanding Voltage: AC 1200V r.m.s % 1
. Insulation Resistance: 1000 Megohms Minimum °&
at DC 500V e
. Contact Resistance: 30 Milliohms Maximum i) - l
. Operation Temperature: -55C° ~ +105C° T
. Applicable wire: # 20AWG ~ # 28AWG Z® 1222
MECHANICAL CHARACTERISTICS: 23.10x2
. Contact Resistance Force: 322 g. Maximum
. Contact Separation Force: 70 g. Minimum (With Spring Latches)
FINISHES:
. Contact: Gold Flash ,10,15,30,50u"
. Shell: Nickel [ 1 il f
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Ordering Information 57 Series
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Series No. | Contact Type | No. of Contacts | Contacts Plating | Insulation Color |
57 - 20 36 0 0 - PB
: . 0: Gold Flash 0: Black
57 Series [20: Through Hole 14 36 1+ 5u" Gold 1 Bl RoHs
40: Spring Latches 24 50 o o 2: White
s lou” 5o 3: Gre
(Recepatcle) 2 30u" Gold y
5: Selective Gold Flash
6: Selective 5u" Gold
7: Selective 10u" Gold
8: Selective 15u" Gold
9: Selective 30u" Gold

Dimensional Information (Through Hole)

Dimensional Information (Spring Latches)

pGlreuits 144 2 36 50 predits | qg 24 36 50

omas 93 | 350 | sazo | 6770 | sos0 | |PmAt 393 | 3o | saro | 6770 | sreo
omB: 590 | 3500 | 4odo | 570 | 7490 | |PMB* 590 | o0 | 4eso | s970 | 7aso
DmCs §90 | o560 | soar | 43 | oear | |PMCE 50 | p550 | 3800 | 4890 | 6400
DmDs 90 | 106 | 5376 | 37> | sie4 | |DmD* 990 | 1306 | 876 | sero | sise




